
DECT CORDLESS SERIES ANALOG

A Cetis, Inc. brand. 

Full-featured. Rock solid.

Supports multiple RediDock™ handsets within the room.

iPhone DECT Cordless

iPhone RediDock



 – Single or Two line configuration
 – ExpressNet® broadband-ready
 – EasyTouch™ voice mail access
 – Speakerphone
 – Conference*
 – PrimeLine/RingLine™ automatic line selection*
 – 5 or 10 programmable guest service keys

Outstanding performance, with the freedom to move about the room. 
Teledex iPhone cordless phones provide the ultimate in guest mobility. Utilizing the latest in  
DECT 6.0 technology, iPhone cordless won’t interfere with common 2.4 GHz WiFi networks. 

With superior clarity, range, security and battery life, the DECT iPhones provide a step up for any property that 
wants to deliver the very best for their guests. Available in 1.9 GHz and 1.8 GHz versions to enable worldwide 
deployment. And with RediDock you can deploy one full cordless phone (handset and base unit) and up to 
three additional handsets within the same room or suite.

THE FREEDOM TO  
MOVE ABOUT.

Standard Colour:  . . . . . . . . . . . . . . . . . . Ash and Black
Footprint:  . . . . . . . . . . . .6.0” x 9.0” (15.2cm x 22.9cm)
Footprint (RediDock):  2.75” x 8.17” (7.0cm x 20.08cm)
Weight:  . . . . . . . . . . . . . . . . . . . . . . . . . 2.0 lbs. (0.9kg)
Weight (Redidock)  . . . .  7 oz. (0.2kg) (without handset)
. . . . . . . . . . . . . . . . . . . . . 12 oz. (0.34kg) (with handset) 
Frequency:  . . . . . . . . . . . . . . . . . . . 1.9 GHz or 1.8 GHz
Power:  . . . . . . . . . . . . . . . . . . . . . . . . . . 9 VDC adapter
Standby time:  . . . . . . . . . . . . . . . . . . . . . . . . . . 14 days

Talk time:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 hours
Humidity:  . . . . . . . . . . . . . . . . . . . . . . . . . .65% ± 20%
Temperature:  . . . . . . . . . . . .77°F ± 50° (25°C ± 10°C)
Packaging:  . . . . . . . . . . . . . . . . . . . . . . . .12 per carton
Packaging (RediDock):  . . . . . . . . . . . . . .20 per carton
Faceplate Size:  . . . . . . . . . . . . . . . . . . . . . . . Full length
FCC Specifications:  . . . . . . . . . . . . . . Meet or exceeds 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Part 15, Subpart J, 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Class A, Part 68

Safety Standard:  . . . . . . . . . . . . . . . . . . . . ETL and CE
Operating Voltage:  . . . . . . . . 24 to 56 VDC Non-Polarity
Flash Timing:  . . . . . . . . . . . . . . . . . . . . . . . . . . 600 ms
Ringer Equivalence:  . . . . . . . . . Z (Use only behind PBX)
Handset:  . . . . . . . . . . . . . . . . . . Hearing Aid compatible
Line Cord:  . . . . . . . . . . . . . . . . . . . . . . . 15-foot, 2 RJ45

SPECIFICATIONS
DECT CORDLESS SERIES ANALOG

Continuing the tradition. 
To learn more, or to place an order, please visit www.Teledex.com, call +1 719 638 8821 or email sales@teledex.com. 

© Cetis, Inc., 2010. Product speci!cations and descriptions in this document subject to change without notice. Teledex® is a registered trademark.

Part Numbers

DECT 1.9 GHz CORDLESS (Single-line)
AC9105s (5-button speaker)
IPN96459  . . . . . . . . . . . . . . . . . . . . .  Ash 
IPN964591  . . . . . . . . . . . . . . . . . . .  Black
AC9110s (10-button speaker)
IPN96559  . . . . . . . . . . . . . . . . . . . . .  Ash 
IPN965591  . . . . . . . . . . . . . . . . . . .  Black
RediDock 1.9 GHz (Single-line)
IRD9110 Intl.
IPN96559HDKIT  . . . . . . . . . . . . . . . . .  Ash 
IPN965591HDKIT  . . . . . . . . . . . . . . .  Black

DECT 1.9 GHz CORDLESS (Two-line)
AC9205s (5-button speaker)
IPN98459  . . . . . . . . . . . . . . . . . . . . .  Ash  
IPN984591  . . . . . . . . . . . . . . . . . . .  Black
AC9210s (10-button speaker)
IPN98559  . . . . . . . . . . . . . . . . . . . . .  Ash 
IPN985591  . . . . . . . . . . . . . . . . . . .  Black
RediDock 1.9 GHz (Two-line)
IRD9210 Intl.
IPN98559HDKIT  . . . . . . . . . . . . . . . . .  Ash 
IPN985591HDKIT  . . . . . . . . . . . . . . .  Black

DECT 1.8 GHz CORDLESS (Single-line)
AC8105s Intl. (5-button speaker)
IPN96259IP  . . . . . . . . . . . . . . . . . . . .  Ash 
IPN962591IP  . . . . . . . . . . . . . . . . . .  Black
AC8110s Intl. (10-button speaker)
IPN96359IP  . . . . . . . . . . . . . . . . . . . .  Ash 
IPN963591IP  . . . . . . . . . . . . . . . . . .  Black
RediDock 1.8 GHz (Single-line)
IRD8110 Intl.
IPN96359HDKIT  . . . . . . . . . . . . . . . . .  Ash 
IPN963591HDKIT  . . . . . . . . . . . . . . .  Black

DECT 1.8 GHz CORDLESS (Two-line)
AC8205s Intl. (5-button speaker)
IPN98259IP  . . . . . . . . . . . . . . . . . . . .  Ash 
IPN982591IP  . . . . . . . . . . . . . . . . . .  Black
AC8210s Intl. (10-button speaker)
IPN98359IP  . . . . . . . . . . . . . . . . . . . .  Ash 
IPN983591IP  . . . . . . . . . . . . . . . . . .  Black
RediDock 1.8 GHz (Single-line)
IRD8210 Intl.
IPN98359HDKIT  . . . . . . . . . . . . . . . . .  Ash 
IPN983591HDKIT  . . . . . . . . . . . . . . .  Black

 –  ADA-compliant volume control with enhanced 
Sonica™ hearing aid compatibility

 –  morePhoneSM Overage Program with each qualifying 
shipment of Teledex telephones includes extra sets at 
no charge.

 – 5-Year Warranty

 *Two-line models only


